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PILES AT END BENT NO. 1 & 2 SHALL BE DRIVEN TO A MINIMUM BEARING
CAPACITY OF 50 TONS EACH.
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PILES AT BENT NO. 2 SHALL BE DRIVEN TO AN ELEVATION NO HIGHER THAN PROJECT NO. B 3681
63.0 FEET AND SATISFY THE BEARING CAPACITY OF 100 TONS EACH. NASH/EDGECOMBE COUNTY
WHEN DRIVING PILES, THE MAXIMUM BLOW COUNT SHALL NOT BE EXCEEDED.
; STATION: _18+89.64 -L-
IT HAS BEEN ESTIMATED THAT A HAMMER WITH AN EQUIVALENT ENERGY
IN THE RANGE OF 40,000 FT-LB TO 75,000 FT-LB PER BLOW WILL BE REQUIRED
TO DRIVE THE PP 24 X 0.5 PIPE PILES. THIS ESTIMATED ENERGY RANGE DOES SHEET 2 OF 3
NOT RELEASE THE CONTRACTOR FROM THE PROVISIONS OUTLINED IN
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ARTICLE 450-6 OF THE STANDARD SPECIFICATIONS.

THE PP 24 X 0.5 PIPE PILES AT BENT NO. 1 AND BENT NO. 2 SHALL BE DRIVEN
OPEN ENDED.
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